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Certification - Ag-AgCI
~ BORIN Manufacturing®, 5741 Buckingham Parkway, suite B, Culver City, CA 90230

Telephone 310-822-1000, Facsimile 310-822-0789, email borin@borin.com, web-site www.borin.com

Product Description: Stelth 6° Ag-AgCl reference electrode
Part Number: SRE-020-SCB -
Manufactured Date: April 4, 2011

for chloride contaminated concrete service

Testing Date: April 4, 2011

Tested ag'ainst a Calomel Cell at Variance from Quality Assurance Quality Assurance
25° Celsius, 77° Fahrenheit -40 mV Standard Technician Supervisor
4 2 millivolts 2 3 millivolts Thomas Theiss'en ‘Humberto Pina

Serial Number: 2011-0404-010-9 CTE7P IS

This is to certify that this reference electrodes has been manufactured in accordance with the highest Quality Assurance
Standards and tested to exceed all relevant and applicable industry standards. This reference electrode has been
packaged in excess of standards to insure it's safety and have left the factory inspected and in excellent working condition.

In the industry it is generally accepted that a commercial reference electrode must be within 10 millivolts plus or minus of
the published Calomel readings. At Borin Manufacturing, we have accepted the following standards being valid but all of
the reference electrodes that we manufacture are built and tested to a much tighter standard. '

Reference Electrodes Plus Limit Standard Calorhel Values Negative Limit
Copper-Copper Sul_fate +50 millivolts +60 millivolts +/0 millivolts
Cu-CuS0Oq
Sliver-ailverGHionce 50 millivolts 40 millivolts .30 Millivolts
Ag-AgCl - .
Zinc-Zinc Sulfate - - L =
Zn-ZnS04(99.99 pure) " Tpe -1025 millivolts -1035 millivolts
Zinc-Zinc Sulfate i - -
7n-ZnSO4 (99.47 mil-spec) -985 millivolts -995 millivolts -1005 millivolts

REMEMBER: This reference cell has an INDEFINTE SHELF LIFE and is Guaranteed for 30 YEARS.
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