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Product Descrrgtron Stelth 6 Ag-AgCl reference electrode

Part Number: SRE—020'-SCB' - for chlonde contamrnated concrete service
Manufactured Date: April 4, 2011 Testm Date: April 4, 201 17
Tested against a Calomel Cell at “Variance from Quality Aseurance '
Technician

250 Celsius, 77° Fahrenheit - -40mV Standard

Thomas Theissen

' dards and jested to excud alk- mlevant H try standards: Thi “reference electrode has DE
packaged in excess of standards to insure |t s safety and have i in : "

eference electrode must be within 10 mlllwolts plus or minus ef
we have accepted the following standards being valid but a|| of

In the industry it is generally accepted that a commercial re

the published Calomel readings. At Borin Manufacturing,
the reference electrodes that we manufacture are built and tested to a much tighter standard. - *

Standard Calomel Values Negative Limit

Reference Electrodes

+70 millivolts

Copper-Copper Sulfate

 Cu-CuSOs +50 millivolts | +60 millivolts

.30 Millivolts

Siltver-Silver Chloride 50 millivolts 40 millivolts
- Ag-AgCl _ Al
| Zinc-Zinc Sulfate " 1 ” | .
Zn-ZnS04(99.99 pure) 1015 millvolts -1025 millivolts | -1035 millivolts
Zinc-Zinc Sulfale 985 millivolts 995 millvolts 1005 millvolts .

| Zn-ZnS04 (99.47 mil-spec)

i L ﬂ M -

REMEMBER This reference cell has an INDEFINTE SHELF LIF and is mm&
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