BORIN Manufactunng 5741 Buckingham P;
Telephone 310-822- 1m Faesirmte 310-822-0789, email borin@bx

Product Description: Stelth o ® Ag—AgCI reference electrode o
Part Number: : 'SRE-020-SCB - for chioride contammated' concrete service
Manufactured Date: April 4, 2011 Testin Date: Ap il4, 2011

Tested against a -Calcmel Cellat | Varlance from - | Quality Assurance ', Quality Assurance
25° Celsius, 77° Fahrenheit |  -40 mV Standard | Technician ~ Supervisor

Thomas Theissen

4 2 nmilvts | =3 milivolt

Serial Number: 2011-0404-010-121

* Standards and tested. 0. excesd elirelevant end applicable industry Standards: |
packaged in excess of standards to insure |ts safety and have Ieft the factcry mspected and ‘tn excallent worklng condmon

In the industry tis generally accepted that a commeretal reference electrode must be within 10 millivolt plus or minus of
the published Calomel readings. At Borin Manufacturing, we have accepted the follcwmg standards belng valid but all ef -
 the reference electrodes that we manufacture are p t and tested to a much tighter st

Reference Electrodes . Plus Limit | StandardCanmeI’ Values ~ Negative Limit

Coppe&?-%?sféts o |y milivos | +6Pmilivots | +70millvolts

Silver-SiIver Chloride

Ag-AgCl S0millivokts | 40milivoits | -30 Milivolts

Zinc-Zinc Sulfate o, —_ B T
Z0-ZnS04(99.99 pure) | 1019 milivols 71625 mivolts - -1035 milivolts

Zinc-Zinc Sulfate | eor e APV I
Z0-ZnS04(99.47 mibspec) | oo mivolls 230 milivolls <1005 milivolts

MM&L This reference cell has an INDEFINTE SHELF |
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